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DRICORE™ PRO CONCRETE REPAIR CRACK INJECTION KIT 
INSTRUCTIONS

Port Locations2

Continuous Cracks:
• Mark port locations approximately every 18” starting from the bottom 
of the crack
Discontinuous Cracks:
• Mark port locations just above any discontinuous point in the crack

• Space the remaining ports every 18” from the      
discontinuous locations

Note: Additional ports may be required for cracks with multiple 
discontinuous locations
Tools: Marker and measuring tape

Port Installation3
Starting at the bottom of the crack, mark location for the first port. Measure 
and mark remaining ports every 46cm / 18in.    
• Detach port cap from the side of the port and set aside

• Dispense a small amount of DRICORE™ PRO CONCRETE REPAIR CRACK PREP 
SURFACE PASTE onto a disposable work surface, such as cardboard or painter’s 
tray.      

• Roll the entire flat edge of the port in the DRICORE™ PRO CONCRETE REPAIR 
CRACK PREP SURFACE PASTE

• Make sure the hole for the port is not plugged with epoxy

•Pressing firmly place the port directly over the crack at previously marked 
locations

Hint: To get the epoxy to set quicker, rapidly mix by hand after dispensing.

Tools: gloves, disposable work surface, ports

01: Roll the Injection port in DRICORE™ PRO 
CONCRETE REPAIR CRACK PREP SURFACE PASTE 

02: Press injectio Port firmly directly over the crack 03: Cover over previously marked locations
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Cover the crack4

• Dispense approximately 1/3 of the tube of theDRICORE
™
 PRO CONCRETE CRACK 

PREP SURFACE PASTE. onto the disposable work surface (like card board). Add more 
as needed. 

• Apply the High Strength Anchoring Epoxy Paste over the entire crack  

• Feather the epoxy approximately 2”, or more, on both sides of the crack

• At port locations, apply the epoxy around the entire port until the port base is no
longer visible

TOOLS: Gloves, disposable work surface, spatula

Injection5
• Once DRICORE™ CONCRETE CRACK PREP SURFACE PASTE (used to seal the crack 
and set the ports) has fully cured, the crack is ready to inject.

TIP: If your thumb nail can dent the epoxy, it is NOT fully cured

• Insert DRICORE™ PRO CONCRETE CRACK INJECTION into the caulking gun, remove 
cap, and screw on nozzle. 

• Starting at the bottom port, push the static mixing nozzle into the port until you feel 
a click

• Dispense the product slowly until you see product coming out of the next highest 
port. Remove nozzle and close off the port with the cap.  

• Insert into the next port and repeat the process working your way along the crack, 
port by port.  

TOOLS: Gloves, safety glasses, safety mask, caulking gun, port caps 

Clean Up6
• Once DRICORE™ CONCRETE CRACK PREP SURFACE PASTE and DRICORE™ PRO 
CONCRETE CRACK INJECTION EXPANDING FOAM have cured, remove the ports from 
the wall using a hammer

• Patch port locations with DRICORE™ CONCRETE CRACK PREP SURFACE PASTE.

TOOLS: hammer


